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Unpacking the Unit 

The Quasar Rackmount Power Supply, (p/n: 2001-00582-100) is a 2RU, rack-mountable 
unit that can power up to 8 modules. The unit offers all the smart protection and 
diagnostics capabilities available in the Quasar Table-Top and Flush-Mount Frames. 

The unit includes dual redundant PSU modules and 4 independent DC outputs, each 
capable of supplying power to two modules, if daisy-chained. 

The Quasar Rack-Mount PSU uses Auto-sensing, auto-ranging power supplies, which 
accept any AC voltage between 90 - 132 / 187 - 264VAC, with 50Hz/60Hz frequency. 

The PSUs are the same units supplied with the standard Quasar Console frames, and 
are installed at the back of the unit, as shown in the picture below: 

CC OUTS 

® ® ® ® 

Two External 12VDC Power Cables (p/n: 17110-0506) are included with each Rackmount 
PSU. These cables are 5mt-long. If required, more can be ordered from your preferred 
dealer. 
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Quick Links 

Subscribe to our Newsletter 
Weekly updates on all things broadcast via email 

TelosAlliance.com/newsletter 

Social Media 
Facebook: /TelosAlliance 
Twitter: @TelosAlliance 
Linkedln: /TelosAlliance 

YouTube: TelosAllianceTV 

Product Catalog 
TelosAlliance.com/catalog 

24/7 Tech Support 
Radio: +l (216) 622-0247 

TV: + 1 (717) 735-3611 

Radio: support@telosalliance.com 
TV: support@linearacoustic.com 
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